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LOW PRESSURE SERIES - STANDARD SPACED , ALL ALUMINIUM OR STAINLESS STEEL LINED

Specify liner material x

Dim-L Dim -W Dim-H
~ Capacity (Width) (Depth) : (Height) Weight
- (Nm3/hr) Model* mm mm mm : kg
50 TAl  50WT 480 480 2640 80
100 TAl 100WT 480 930 2640 130
150 TAl 150WT 480 930 3640 170
200 TAl 200WT 480 930 4740 260
250 TAl 250WT 480 1160 4740 360
300 TAl 300WT 930 930 4260 420
400 TAl  400WT 930 930 5260 495
500 TAl 500WT 930 1160 5260 610
600 TAl 600WT 930 1380 5260 710
800 TAI 800WT 930 1830 5260 980
1000 TAI 1000WT 1160 1830 5420 1100
1500 TAI 1500WT 1380 1830 6320 1590
2000 TAl 2000WT 1830 1830 6920 2370
2500 TAIl 2500WT 1830 2280 6910 2880
3000 TAl 3000WT 1830 2280 8070 3300
3500 TAI 3500WT 2280 2050 8070 3260
4000 TAl 4000WT 2730 2050 8070 4520

Long term operation * Normal switching cycles * Icing conditions * Freeze period conditions * Adverse climate operation
Stainless steel lined units are offered for low-pressure electronic applications

Capacities 50 - 4000Nm3/hr,, Nitrogen, Oxygen, Argon, 8 hour rating
Working pressure  Up to 40 bar
Fin spacing Standard

End connections Aluminum units 300 # ANSI flanges, 25mm; 38mm; 50mm;: 76mm
Stainless steel lined units, butt weld ends supplied with welded tube liner;
square cut butt weld ends for orbital welding
supplied with seamless tube liner

OTHER FLUIDSS - For ratings on other fluids such as Hydrogen, LNG, Carbon Dioxide,
Methane, Ethane, Propane, Carbon Monoxide, Propylene, Ethylene or other low-temperature gases,
consult FACTORY

*Liner material x A All aluminum wide spaced
SS 0.035" wall type 304 welded tube
SSS 0.049" wall type 316 seamless bright annealed tubing
SVs Electropolished grade 0.049" wall type 316L seamless

stainless steel, electropolished tube

with 0.25 um (10Ra) inner tube surface finish

Dimensions

SEE TABLES
Dimensions in mm

L = Width view on inlet
W = Depth
H = Overall height
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